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42. Further Description of Important Interior and Exterior Features (Con't)

located above & has metal coping on the top (as surrounds the remainder of the building). To the right of the main design element, the roof
also sits lower, as does 4 large windows. This small section has a projecting wing to the right with a slightly higher roof; its SW & SE corners
have windows at each face of the corner with afilled panel below. The eave above the window has a thick, textured concrete column on the
corners. This same type of corner window with thick concrete column superimposed on top is also situated at the NE corner of the wing (on
east elevation). The west elevation has metal coping at the roof on the original structure. A wide, cement entablature at the right ends above a
double glass door, which has a transom above. A taller brick portion with a cutaway corner is located left of the door. Farther left, a shorter
brick wall extends left, with a ribbon of 12 windows connected by stone sills at the far left. The textured concrete is also located above these
windows. A recessed entry left of the windows has textured concrete above them & another set of doubled doors is located left of the
recessed entry. Finally, at the far left, another set of doors includes textured concrete jutting out overhead. A large, modern addition covered
in metal siding is located at the northern part of this elevation & extends far to the north. At the east elevation, right of the wing, the roofline
is again set lower, with the same concrete entablature & contains a ribbon of 9 large windows that are the height of the wall & appear to have
an operable portion (possibly sliding or hopper) above a filled panel set low in the window. At the immediate right of these windows is the
main entry, which is recessed. The glass door has a sidelight at the right & transom above. Another large window, which is not recessed, is
located right of the entry. The entry opens to the exterior at a courtyard with a bench & shrubbery. Extending right of the entry portion, the
roofline is again lower & has only stone coping (no entablature), until it reaches the next recessed portion, which has metal coping. The far
right wing also features metal coping. The textured concrete returns at the top of the corner, above a pair of double glass doors with
transom, which sits at a cutaway corner. This corner connects the original structure to an addition that McAlester would refer to as
‘contemporary' style. This contemporary addition is at the south & east. The addition is comprised of a brick that is more yellow/orange than
the original structure. The south elevation features 7 bays, flat roof, & is 1 story. 5 of the bays each have a pair of windows with 9 lights &
continuous slip sill. The far left bay projects further out at the south. At the right edge of the 5th bay a brick pier extends up beyond the roof.
The 6th bay is set back & its flat roof is lower. A ribbon of 4 1/1 windows have upper sashes that are about 1/3 larger than the lower sashes.
Another recessed portion at the east features 7 bays and is set back with a low roof extending out with wide eaves/overhang. This corner is
shared with the east elevation. Right of the portion with the wide overhang, a brick pillar separates the left bay from the main portion of this
elevation. The main portion has brick in the lower part of the wall, periodically interrupted by 10 wood panels. Above the brick, 11 pairs of
windows sit above a continuous sill. To the right of this section, the brick juts out a few inches and 2 more longer, rectangular windows
share a slip sill & a pair of rectangular windows with a slip sill both have plain lintels. Below each pair of windows is a rectangular panel. At
this portion, where the brick juts out a few inches, the exterior is completely brick, and the windows do not have continuous sills. To the
north of the '‘contemporary' style addition, a more recent brick addition is attached to another, large, industrial metal addition. Set back, on
the flat roof are 2 large, arched, greenhouse-style windows that rise above the roof.

43. History and Significance (Con't)

hiring before this was common practice. Saul Gilford was also given Oberlin College's Distinguished Community Service Award in 1977.
Tragically, Gilford died in a plane crash with his wife and daughter in 1979. Gilford Laboratories operated here through 1985. CIBA Corning
built and occupied the building from about 1985 and sold it to its more recent occupant, the Bayer Diagnostics Corporation, which used this
building until around 2001. The building was vacant through July 2006, when it was purchased by KNG, Ltd.
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